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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Mixed woodland (e.g. birch, alder) to
screen the slip road in views from the south

Mixed woodland (e.g. birch, alder, willow) to frame
the SuDS, integrate with the adjoining woodland,

promote biodiversity and replace lost habitat

Mixed woodland (e.g. birch, alder) to screen
the slip road in views from the north

Individual trees to integrate with
the adjoining landscape pattern

Riparian woodland (e.g. birch, alder) to
soften views of the SuDS, integrate with

the adjoining woodland, promote
biodiversity and replace lost habitat

Earthworks between ch1100 and
ch1550 to be graded out to

improve landform fit

Dry Mammal Underpass

PITLOCHRY
SOUTH JUNCTION

FOSS ROAD
UNDERBRIDGE

Existing trees along riverbank to be retained
where practicable, or replaced where
removal is essential for construction

Earthworks in and around
SuDS to be graded out
to improve landform fit

Mixed woodland (e.g. birch, alder) to link with
adjoining woodland and screen views to the A9

HIGHLAND MAIN LINE RAILW
AY

RIVER TUM
M

EL
Traffic sign location

TUMMEL
UNDERBRIDGE

Mixed woodland (e.g. birch, pine,
oak) to screen the road in views

from the south

DALSHIAN RAIL
UNDERBRIDGE

Intermittent scrub planting to assist
screening traffic in views from the south
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Ditch to be lined with mixed native hedgerow planting
to help integrate it into the surrounding landscape

and lead the mammals away from the road

Existing woodland to be protected and
retained where practicable, or replaced

where removal is essential for construction

Existing woodland to be protected and
retained where practicable, or replaced

where removal is essential for construction
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Tops of the cuttings to be
rounded to improve

landform fit

Existing stone wall to
be protected and

retained

PITLOCHRY

ROB ROY WAY
UNDERPASS

Mixed woodland (e.g. birch, pine) to
link with adjoining woodland and
screen mammal fencing in views

from the A9 and NMU track

Mixed woodland (e.g. birch, pine) to replace
woodland loss and partially screen the bridge and A9
from properties to the south and from the A9 and to

help integrate the bridge into the surrounding landscape

Dry Mammal Underpass

RIVER TUMMEL

Mixed woodland (e.g. pine, alder, elm)  would be planted,
prior to construction where possible, to replace the functions in
habitat connectivity and carrying capacity of lost AWI woodland

Hedgerow to screen views to the
access track and the A9

Mixed woodland (e.g. birch, oak) would
be planted to replace the functions in

habitat connectivity and carrying
capacity of lost AWI woodland

Mixed woodland (e.g. oak, birch) would
be planted, prior to construction where

possible, to replace the functions in
habitat connectivity and carrying
capacity of lost AWI woodland

Mixed woodland (e.g. birch, pine,
aspen) to replace woodland lost

FOSS ROAD
UNDERBRIDGE

Mixed woodland (e.g. birch, pine, aspen)
with an increased proportion of

feathered trees to replace woodland lost
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Existing woodland to be protected and
retained where practicable, or replaced

where removal is essential for construction
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Existing woodland between Foss Road and
Loch Faskally to be protected and retained
for bat & squirrel mitigation, in addition to

screening of views from Pitlochry

Existing woodland to be protected and retained

HIGHLAND MAIN LINE RAILW
AY

PITLOCHRY

LOCH
FASKALLY

Dry Mammal Underpass

RIVER TUMMEL

Mammal resistant gate to be provided

LOCH
FASKALLY

CLUNIE
FOOTBRIDGE

CLUNIE
UNDERBRIDGE

Dry Mammal Underpass

C452 CLUNIE-FOSS
UNDERBRIDGE

Mixed woodland (e.g. oak, pine) with an increased
proportion of feathered trees to screen the junction
in views from properties and core paths to the north

Mixed woodland (e.g. pine, oak) with
an increased proportion of feathered

trees to replace felled woodland

Mixed woodland (e.g. pine, oak) with
an increased proportion of feathered

trees to replace felled woodland

Hedgerow to screen views of the A9 from
visual receptors to the east of the road
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Existing woodland to be protected and
retained where practicable, or replaced

where removal is essential for construction

During construction a temporary diversion
of the footpath may be required. If the

diversion is required, a mandatory setback
of a minimum 5m of vegetation protection
from the shoreline to the location of any

footway diversion will be implemented. In
addition, beyond the 5m setback, removal
of vegetation will be minimised, and any

trees removed will be replanted
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Tops of cuttings to be
rounded to improve

landform fit

Species rich grass, scrub and riparian
woodland (e.g. alder, birch) to
frame SuDS and integrate with

surrounding woodland

Feathered trees to mark junction
with B8019 and soften visual

impact of retaining wall

Bat mitigation area to include provision
of replacement bat roost building

Mixed woodland (e.g. pine, birch,
aspen) to integrate with
surrounding woodland

PITLOCHRY NORTH
JUNCTION

Mixed woodland (e.g. pine, oak)
 to screen the cutting and integrate

with adjoining woodland

Earthworks in and around
SuDS to be graded out
to improve landform fit

Feathered trees to mark junction
with B8019 and soften visual

impact of retaining wall

Riparian woodland (e.g. alder, aspen,
birch) to frame the SuDS and

integrate with adjoining woodland

Existing woodland to be protected and retained

Existing woodland to be
protected and retained

Northern marsh-orchid translocation area.  Planting
locations within this area to be selected in line with

the habitat management plan and agreed with
site Ecological Clerk of Works

HIGHLAND MAIN LINE RAILW
AY

PITLOCHRY

LOCH
FASKALLY

FASKALLY
WOOD

Earthworks in and around
SuDS to be graded out
to improve landform fit

LOCH
FASKALLY

Mixed woodland (e.g. pine, oak,
birch) to integrate with
surrounding woodland

CRAIGHULAN
UNDERBRIDGE

Mixed woodland (e.g. pine, oak) with
an increased proportion of feathered

trees to replace felled woodland

Mixed woodland (e.g. pine, oak) with
an increased proportion of feathered

trees to replace felled woodland

Mixed woodland (e.g. birch, pine, aspen)
with an increased proportion of feathered

trees to replace woodland lost
Mixed woodland (e.g. pine, oak) with
an increased proportion of feathered

trees to replace felled woodland

Mixed woodland planting beyond the scheme
footprint to be designed in consultation with Forestry
Commission Scotland / Forest Enterprise Scotland
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Existing woodland to be protected and
retained where practicable, or replaced

where removal is essential for construction

During construction a temporary diversion of the footpath may be required. If the diversion is
required, a mandatory setback of a minimum 5m of vegetation protection from the shoreline to
the location of any footway diversion will be implemented. In addition, beyond the 5m setback,

removal of vegetation will be minimised, and any trees removed will be replanted
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Earthworks between access road
and mainline to be graded out with

varied slope angles to reflect
natural landform

Earthworks in and around
SuDS to be graded out
to improve landform fit

RI
VE

R 
G

AR
RY

Areas of exposed rock cutting to
be designed to have a naturalistic

appearance to reflect
naturally occurring rock exposure

Mixed woodland (e.g. pine, oak,
birch) to integrate with
surrounding woodland

Mixed woodland (e.g. birch,
rowan)  to screen A9

in views from the south

Northern marsh-orchid translocation
area.  Planting locations to be selected

in line with habitat management plan and
agreed with site Ecological Clerk of Works

HIGHLAND
M

AIN
 LIN

E
R

AILW
AY

Mixed woodland (e.g. pine, oak, birch, aspen) would
be planted, prior to construction where possible,
to replace the functions in habitat connectivity
and carrying capacity of lost AWI woodland

Mixed woodland (e.g. pine, aspen, oak, birch) to integrate
with surrounding woodland would be planted, prior to

construction where possible, to replace the functions in habitat
connectivity and carrying capacity of lost AWI woodland

Traffic sign location

Mixed woodland (e.g. birch, pine)
to provide separation and visual
screen between access routes

Wet grassland and mixed scrub to
frame SuDS and promote biodiversity

Mixed woodland (e.g. birch, pine) with an
increased proportion of feathered trees
to integrate with surrounding woodland
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Notes:
1. SuDS Retention Pond layouts shown are indicative only. Refer to Appendix A13.6.
2. Areas of exposed rock cuttings to be designed with irregular faces of varied height, angle and form to reflect

the structure of the local bedrock. Proposed planting in areas of rock cutting is indicative only. Actual extents
will be dependent on the amount and location of exposed rock, however the overall amount of planting is to
remain unchanged.

3. Earthworks in and around SuDS to be graded out to improve landform fit.
4. Planting in areas of Cultural Heritage interest will be undertaken under supervision of an Archaeologist.

Traffic sign location

Traffic sign location
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